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BayLan Zinc Alloy RFID Locker Lock  
BCL108MF-BZ 
BCL108MF-GD 

BCL108MF-SL 
 
BCL118MF-SL 

 

Adopting RFID proximity contactless 

technology, BayLan Cabinet / Locker / 
Cupboard / Wardrobe lock series are 

designed with proximity transponder (like 
card, keytag, wristband etc.) as the 

electronic key and are working under keyless effective locking system. It’s the most 
ideal Cabinet lock solution of security and elegant appearance which are widely used in 

leisure and fitness locker room areas.  BayLan offers a number of advantages over 
conventional keyed/coin return locking systems and is the best solution for their 

replacement. 

Specification:  

   Zinc alloy/ABS material, dust-proof, water-proof lock panel 

   Powered by 6V, 4pcs AA Alkaline batteries (not included) 
    equipped with 6V external power interface 

   Battery life 8~10 months, more than 10,000 times  

    in normal continuous opening (depends on battery quality) 
   Single & Dual RFID unlocking 

   Color : Silver, Golden, Bronze 
   Applicable door thickness >8mm 

   Card type RFID Card, Keytag, Wristband etc. 
   Card frequency 13.56MHZ(Mifare) by default, 125KHz optional 

   Low voltage alarm <4.8V, still can open about 100 times 
   Separate emergency mechanical structure will allow opening by emergency 

   Door will be opened automatically (latch bolt will retract into lock mechanism) 

after reading a valid card, after that the door will be locked again automatically. 
The buzzer in the lock will beep to warn the user if the door isn’t fully closed. 
 
 
 

Applications:  

  Sports Center 

  Waterpark, Swimming Pool 
  Gym, Stadium, School 

  Sauna Club Security 
  Apartment Wardrobe Security 

  Fitness Center 
  Wellness 

  Offices File Cupboard 

  Residences 
  Supermarket 
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Instructions 
 1 Black lock assembly (Plastic back cover) 

 2 White lock assembly (Plastic back cover) 
 3 Metal lock assembly (Plastic with Metal back cover) 

 4 Dimension of lock assembly 

 5 Side catch assembly, white/black color for options 
 6 External power pack, supply power when the battery is dead 

Available RFID CARDS / WRISTBANDS / KEYTAGS 

 


