Intelligent UPS...

UA-1200 & UA-600 & UA-400

High inrush current type

AVR regulated output protects LAN and PC
Board simplified

Remote interface connector for use

with NOVELL, UNIX, XENIX, etc.

External battery available

UPS + AVR + Software Protector

Transfer time <4ms
Synchronization with line power
Remote alarm facility

C.V.CI. charging circuit

AC under voltage protection

AC over voltage protection
Battery low protection

Short, overload protection
Compatible with network system
Surge suppression

Small size, panel size (16x 17)
750VA, 1000VA available
Auto-start & auto stop

Battery level indication
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LED & BUZZER INDICATOR

Novell and Nel Ware are registered irademarks of Novell, Inc.

Condition | Description | Green LED | Yellow LED | Red LED Sound Battery Level Note
cut-off
Normal Light
AVR mode Charge display
Overload Light Light Alarm
Ac under/ FLASH 3 sec. —alarm Battery level #1 If IUPS card buiit-in, it'll save
| over voltage 1 sec. -ON 1 sec. —slop display data automatically.
3 sec. -OFF
U minle Battery low 1 sec. -ON 1 sec. —alarm Green LED-OFF #2 1f IUPS card bult-in, data saved
1 sec. -OFF 1 sec. —stop Yellow LED light forcedly & turned PC off.
Overload Flash Light Continue & auto stop
SPECIFICATIONS
Model UA-400 UA-600 UA-1200
Regulation voltage 85V=127V or 170V-255V H — \
A Output Voltage Regulation About + 5% =3 UU CELL
vV | Input Frequency 50 or 60 HZ + 5% — MODEL.UA-1200
R Output Capacity 400VA 600VA 1200VA . O AVR.
Qutput Continue Overload 500VA T00VA 1400VA 3 —— CUT OFF
Waveform Step wave L B £ BUCK UP
= = - LOW BAT
Frequency Stability 500r 60 HZ + 1%
BAT LEVEL ALARM off
Output Regulation 110V + 5% or 220V + 5%
Transfer time <4ms
b | Capacity 400VA 600VA 1200VA
5 320W 480W 960W
Surge suppression
(For 110V) Clamping voltage: 360V at 50A
Energy rating  : 40 joules (2ms)
(For 220V) Clamping voltage: T65V at 50A
Energy rating  : 80 joules (2ms)
i Type 12V Sealed maintenance-free
A | Capacity 6.5AH
; Recharge time 10 hrs to 90% after fully charged
g | Voltage v | 2av | 4y ®
R | Back-Up Time 20 - 60 min.
Y
No_ of Cells L o2 [ 4 CELL POWER CO., LTD.
3 Operation Temp. 0° - 40° C Chung Ho Co.: No. 2. Alley 2, Lane 637, Chung Cheng Rd.,
g | Operation Humidity 30% - 90% Non-condensing Chitlﬂg Ho City, Taipei Hsien, Taiwan, R. 0. C.
: Tel: (02) 2215588 Tlx: 28808 Chiyeun
i Noise Less than 35 dB 233765  Fax 88622212531
l LxWxH cm 36x12x18cm | 43x16x18cm | 49x16x 18cm Tao Yuan Co.: No. 21, Alley 3, Lane 468, Sec. 1. Ming Shen N. Rd.,
< | UPS - Kwei San Hsiang, Tao Yuan Hsien, Taiwan, R. 0. C.
L Net Weight 13kgs 15kgs 23.2kgs Tel: (03)3524251-3  Fax: 88633526825



